
datenblatt | datasheet

easyPITCH seam bk

SYSTEM BY



easyPITCH seam bk

Features & benefits

	+ Metal seam clamps for various seam types such as double or angled standing seam, 
round seam, Domico, Rib-Roof 465, Klip-Lok

	+ Quick module mounting due to pre-mounted short rails

	+ Penetration-free fastening with fixing screw

	+ Tested and statically approved sheet metal seam clamps

	+ Module alignment horizontal*

	+ Blechfalzklemmen für diverse Falztypen wie z.B. Doppel- und Winkelstehfalz, 
Rundfalz, Domico, Rib-Roof 465, Klip-Lok

	+ Schnelle Modulmontage durch vormontierte Kurzschienen

	+ Durchdringungsfreie Befestigung mittels Fixierschraube

	+ Getestete und statisch geprüfte Blechfalzklemmen

	+ Modulausrichtung horizontal*

Eigenschaften & Vorteile
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Technische Daten

Technical data

Verwendung Blechfalzdächer, Profildächer

Dach	 Neigung Max. 75°

	 Bereiche Alle Dachbereiche gemäß EN 1991-1-4

Befestigung Fixierschraube

Module	 Neigung Dachparallel

	 Ausrichtung Horizontal*

	 Abmessungen Beliebig

	 Feldgröße Ca. 3 Meter oder 3 Module in Klemmrichtung

Lasten	 Wind Berechnung gemäß DIN EN 1991-1-3:2010-12 mittels ALUMERO Solar.Pro.Tool

	 Schnee Berechnung gemäß DIN EN 1991-1-4:2010-12 mittels ALUMERO Solar.Pro.Tool

Bauseitige Anforderungen Statische Tragfähigkeit der Dachkonstruktion bzw. des Gebäudes sind bauseitig sicherzustellen

Material Tragende Komponenten aus Aluminium EN AW 6063 T66; Edelstahl V2A;
Kleinteile aus rostfreiem Stahl A2-70; EPDM

Use Sheet metal seam roofs, profiled roofs

Roof	 Inclination Max. 75°

	 Areas All roof areas according to EN 1991-1-4

Fastening Fixing screw

Module	 Inclination Parallel to the roof

	 Orientation Horizontal*

	 Dimensions Any

	 Field size Approx. 3 metres or 3 modules in clamping direction

Loads	 Wind Calculation according to DIN EN 1991-1-3:2010-12 using ALUMERO Solar.Pro.Tool

	 Snow Calculation according to DIN EN 1991-1-4:2010-12 using ALUMERO Solar.Pro.Tool

On-site requirements The static load-bearing capacity of the roof structure or the building must be ensured on site

Materials Supporting components made of aluminium EN AW 6063 T66; stainless steel V2A;
small parts made of stainless steel A2-70; EPDM
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Technische Zeichnungen
Technical drawings

Doppelstehfalzklemme BK Uni

Double seam clamp BK Uni

easyPITCH seam bk
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Winkelstehfalzklemme BK Uni

Angled seam clamp BK Uni

Rundfalzklemme BK Uni

Circular seam clamp BK Uni
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Falzklemme RD-80 BK Uni

Seam clamp RD-80 BK Uni

Falzklemme K15 BK Uni

Seam clamp K15 BK Uni

Trapezblechkurzschiene 35 Uni

Trapezoidal short rail 35 Uni
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Komponenten
Components

Doppelstehfalzklemme BK Uni | Double standing seam clamp BK Uni
Material: EN AW 6063-T66 | A2-70

Dachart | Roofing Farbe | Color Gewicht | Weight Produktnr. | Prod. No.
Doppelstehfalz | Double standing seam Silber | Silver 0,122 kg 803467

Falzklemme K15 BK Uni | Seam clamp K15 TPF BK Uni
Material: EN AW 6063-T66 | A2-70

Dachart | Roofing Farbe | Color Gewicht | Weight Produktnr. | Prod. No.
Domitec profile roof Silber | Silver 0,208 kg 803472

Falzklemme RD-80 BK Uni | Seam clamp RD-80 BK Uni
Material: EN AW 6063-T66 | A2-70

Dachart | Roofing Farbe | Color Gewicht | Weight Produktnr. | Prod. No.
Domico GBS, Zambelli 465 Silber | Silver 0,245 kg 803470

Rundfalzklemme BK Uni | Round seam clamp BK Uni
Material: EN AW 6063-T66 | A2-70

Dachart | Roofing Farbe | Color Gewicht | Weight Produktnr. | Prod. No.
Round seam profile roof Silber | Silver 0,203 kg 803461

Winkelstehfalzklemme BK Uni | Angled standing seam clamp BK Uni
Material: EN AW 6063-T66 | A2-70

Dachart | Roofing Farbe | Color Gewicht | Weight Produktnr. | Prod. No.
Angled standing seam roof Silber | Silver 0,169 kg 803463

Endklemme Uni IK | End clamp Uni IC
Material: EN AW 6063 T66 | A2-70

Pins Farbe | Color Modulrahmen | Frames Produktnr. | Prod. No.
Mit Pin | With pin Silber | Silver 30-42 mm 803304C P1 30-42
Mit Pin | With pin Schwarz | Black 30-42 mm 803394C P1 30-42

Middle clamp Uni IC
Material: EN AW 6063 T66 | A2-70

Pins Farbe | Color Modulrahmen | Frames Produktnr. | Prod. No.
Ohne Pin | Without pin Silber | Silver 28-42 mm 803301C 28-42
Mit Pin | With pin Silber | Silver 28-42 mm 803301C P1 28-42
Ohne Pin | Without pin Schwarz | Black 28-42 mm 803391C 28-42
Mit Pin | With pin Schwarz | Black 28-42 mm 803391C P1 28-42
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easyPITCH seam bk
Komponenten
Components

Drahtklemme | Wire clamp
Material: Stainless steel 1.4301 | A2-70

Ø Draht | Ø Wire Farbe | Color Gewicht | Weight Produktnr. | Prod. No.
8-10 mm Silber | Silver 0,072 kg / m 802603

Runddraht | Circular Wire
Material: EN AW 6101 semi-hard

Ø Draht | Ø Wire Farbe | Color Gewicht | Weight Produktnr. | Prod. No.
8 mm Silber | Silver 0,136 kg 802602

Hammerkopfschraube | Hammerhead screw
Material: A2-70

Typ | Type Farbe | Color Gewicht | Weight Produktnr. | Prod. No.
M10x25 Silber | Silver 0,019 kg 800646

Hex Nut 
Material: A2-70

Typ | Type Farbe | Color Gewicht | Weight Produktnr. | Prod. No.
M10 Silber | Silver 0,011 kg 800634

Kabelbinder inklusive Clip | Cable tie incl. Clip
Material: PA 66 UV-resistant

Länge | Length Farbe | Color Gewicht | Weight Produktnr. | Prod. No.
200 mm Schwarz | Black 0,002 kg 802604

Kabelbinder inklusive Clip KC1 | Cable tie incl. Clip KC1
Material: PA 66 UV-resistant

Länge | Length Farbe | Color Gewicht | Weight Produktnr. | Prod. No.
200 mm Schwarz | Black 0,003 kg 800706

Kabelclip mit Hammer | Cable clip with hammer
Material: POM Lastik RC 90 SR-UV UV-resistant, recycled material

Farbe | Color Produktnr. | Prod. No.
Schwarz | Black 802640

Metalklemme für Kabelclip | Metal clamp for cable clip
Material: Spring steel sheet 1.4310

Farbe | Color Produktnr. | Prod. No.
Silber | Silver 802641
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all you need is us.
one production. full service.

next mounting GmbH 
Hamburger Str. 14 | 50321 Brühl | DE 
T +49 761-8885 608-10  
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